National Gallery of Modern Art
Government of India
Jaipur House, New Delhi — 110 003.

File No. F. 170001/2013/NGMA Dated: - 19" June, 2013

NOTICE INVITING QUOTATIONS

The Director, National Gallery of Modern Art, New Delhi invites quotation for supply,

installation, testing and commissioning of Digital Hardware for Jatan Museum Builder Software
System at NGMA, New Delhi.
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Encl:

The intending tenderers must produce copies of registration under DVAT Act 2004  and
furnish their TIN number along with the bids.

The tenderer should have a local office in Delhi and should be fully equipped to
provide after sales service for the equipments.

The successful tenderer will have to supply, install, the system at site.

Warranty:  The equipments supplies shall carry on-site warranty period of at-least
three years from the date of supply.

Earnest Money Deposit (EMD) of Rs. 5,000.00 (Rupees five thousand only) is to be
deposited by Demand Draft/Pay Order drawn in the name of “Director, National
Gallery of Modern Art”, payable at New Delhi should be submitted along with the
Tender. Earnest Money Deposit shall be returned to unsuccessful tenderers
immediately. However, EMD of the successful tenderer may be adjusted against
Security Deposit of 10% . In case of successful tenderer fails to take up the work, their
EMD shall be forfeited.

The successful bidder shall attend to any complaints of malfunction, defects etc., of the
equipments and rectify the same within 24 hours of the complaint during the period  of
warranty.

The successful bidder shall have to supply Installation, Testing and Commission the
equipment within 7 days from the date of the supply orders.

Copies of tender forms can also obtained from the Administrative Officer, National
Gallery if Modern Art, Jaipur House, New Delhi, free of cost or can be downloaded
from Central Purchase Portal (http://eprocure.gov.in) and NGMA  website
www.ngmaindia.gov.in.

The quotation in sealed covers will be received up-to 27.06.2013 at 2:00 p.m. uploading
and thereafter will not be entertained.

The Tender forms submitted by the tenderer shall contain all the requisite information.
Incomplete bids are liable to be rejected.

Quotations should be valid at-least for three months.

The Director (NGMA) reserves the right to accept the tenders in totality or in parts
thereof. The Director (NGMA) also reserves the right to accep eject the tenders
without assigning any reasons.
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Administrative Officer
Specification (Annexure-‘A’)
Terms & Conditions (Annexure-‘B”)



Supply, Installation, Testing and Commissioning of Digital Hardware for Jatan Museum Builder

Software System at NGMA, New Delhi.

SL
No.

Description

L

SERVER: One Unit

Gen8 E5-2630 AP Svr / 1 x Intel Xeon E5-2630 (6 Core, 2.3 GHz, 15 MB, 95 W) / 64 GB
RDIMM. Memory (Memory Support upto 384 GB) / 1GB 331 FLR Ethernet Adapter 4 Ports per
controller / 3 x 300 GB 10 K SAS 2.5” HDD / Smart Array P420i / 1 GB FBWC Storage
Controller / 2 x 460W Platinum hot plug power supply kit Common Slot / SATA DVD RW / 1U
Rack / HP 1 U SFF BB Rail Gen8 kit / 3 years warranty.

4 Bay Network Attached Storage (Netgear)

Drive Interface- SATA 3 GB/s or more, Hard Drive Capacity-Support for 1TB, 2 TB and 3TB,
Raid Level Support- RAIDO,Raid1, RAIDS, Disk Storage Capacity- 2TB SATA HDD with disk
monitoring features, USB Interface- Standard USB 2.0 two nos of ports, LAN Single Speed
10/100/1000 Mbps, Network Protocol- Support TCP/IP, Management- Built-in web access
feature to manage, Power Supply- External Power Supply, Power Management, Feature - Power
saving mode OS Support- MS Windows based Operating Systems, Drivers, Setup Programmes
should be compatible.

Networking Switch
Make: ANY STANDARD MAKE Netgear/D-Link Manageability: Unmanaged, Number of
Ports: 8 Port, Network Interface: 10/100/1000 Mbps

Networking Cabling
Cabling for inter connection of above said instruments is a maximum length of 75 Mtrs. CAT 6
make D-Link

Desktop Computer

CPU-Intel Core i7-3770T 2.5 GHz, 8 MB Cache, Chipset-Intel Z77 express chipset based
mother board or higher, Bus architecture-Minimum 4PCL Slots (PCI Express) Memory — 4GB
1333 MHz DDR3 RAM Hard Disk Drive-1TB 7200 RPM, Serial ATA HDD, Monitor-18.5 inch
or larger TFT/LED Digital colour Monitor with HDMI input Keyboard-104 keys Mouse- Optical
with USB Interface Port-6GBPS serial 80A Ports, 2nos of USB, 3.0 PORTS, 4Nos. of USB 2.0
or higher ports (at least 2 infront), Front Audio ports for Microphone and headphone, Cabinet
Mini Tower, DVD ROM Drive-8x or better DVD ROM Drive, Network Interface-Speed
10/100/1000 MBPS on board integrated network ports, Operating System- MS Windows 8
Professional 64 bit or Ms Windows7 64 bit professional edition.

Digital Camera

Optical Zoom-40x or above Megapixel-15 Mega Pixel Shutter Speed (Max) - 1/2000, Shutter
Speed (min) - 8s, Picture resolution-4608 x 3456 or more, Movie-1080p @ 30fps, panorama-
Support for panorama make Nikon / Cannon / Sony.

Scanner Scanjet Photo Scanner

Document Size-A3 Maximum document scan size 8.5 x 12.3 inches (216 x 311mm) Type-
Flatbed Scanner, Interface- Hi Speed USB 2.0, Optical Scanning resolution-up to 4800 dpi, Scan
technology Charge Coupled Devise (CCD) Slides & Negatives-Bit Depth-96 bit, Levels of
grayscale-256, Scan Element type-CCD, Compatible with- Windows 8&7, Universal AC
Adaptor: External power adapter, 100 to 240 VAC, 50/60 Hz input; 24 VCD, 1500 ma, 36 watts
output; Energy Star efficiency level IV, Power Consumption: 25 watts maximum.

Installation and Commissioning.

(S.K. Misra)
Administrative Officer







